
XL-100F

WARNING 
Fire, Explosion And Severe Burn  
Hazard. Do Not Recharge,  
Crush, Disassemble, Heat Above  
212 (100 ), Incinerate Or ℃  
Expose Contents To Water 

Thionyl Chloride Lithium Battery 
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SIZE/ANSI : A, ER17500

SPECIFICATIONS 
(Typical values for batteries stored at 20  for one year or less)℃  

 
Nominal Capacity(At 3mA/20 /68 /2.0V Cut℃ ℉ -Off) 3.4 Ah 
Open Circuit Voltage(At 20℃/68 )℉  3.67 V 
Nominal Voltage(At 3mA/20 /68 )℃ ℉  3.55 V 
Maximum Continuous Current 100 mA 
Operating Temperature Range -40 ~ 85 ℃ 
Weight 23g 
Anode Surface Area 18 ㎠ 
Volume 10.6 ㎤ 
Diameter(Max) 17.0 mm 
Height(Max) 50.5 mm 

Dimensions in mm 
DISCHARGE CHARATERISTICS  AT +20℃ 

Voltage Plateau verse Current and Temperature (at Mid-Discharge) CAPACITY  VS. CURRENT 

V05-A2Any values in product catalogues are for informational purposes only.  They can also differ from actual conditions of usage and are not warranties of 
future performance. 


